








AIR HANDLING UNITS
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Module Lengths & Weights

Units must start with either an End Panel or a Mixing Box Section.  Units must include a Fan Section or End Panel.

Code Module AP50L AP50C Selection Criteria

Length 
(mm)

Weight 
(kg)

Length 
(mm)

Weight 
(kg)

EP End Panel 70 414 60 433 Typical

MB Mixing Box / Inlet Box 802 718 790 841 Typical (includes End Panel) 
(can include panel filter)

EC Economiser Section 1534 1120 1460 1234 Typical

RF Rigid Filter 357 159 355 170 Rigid Cartridge Filter (300mm) c/w pre-filter 
or Short Bag Filter (330mm)

BF Bag Filter 732 394 730 407 Bag Filter (650mm) c/w pre-filter

HC Heating Coil Section 357 159 355 170 Heating Coil or Electric Heat

CC Cooling Coil Section 732 394 730 407 Cooling Coil or  
Cooling & Heating Coil or  
Cooling Coil & Electric Reheat or  
Humidifier

FS Fan Section 2214 1434 2210 1492 Typical (includes End Panel)  
See minimum fan section length over

ES Empty Section 357 150 355 161 Two off required for full size access door or 
diffuser section for blow through units

MZ Multizone Head 2016 1507 2000 1771 Section Height H = 1.5 x Standard Height

SS Shipping Split 70 155 60 249 Required for OA Length > 2500

Component Weights

Item Fan & Motor Coils

1120 1250 1400 1 Row 2 Row 3 Row 4 Row 6 Row 8 Row 10 Row

Weight (kg) 1326 1657 2576 282 489 695 902 1316 1730 2143

Add the above component weights to the module weights.
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